20021203.ba v03_n421.bam.20021203 


>From ??2?@??? Tue Dec 3 22:01:29 2002 -0600 


Message-Id: <200212040401.gB44137M006897@sco.theporch. com> 


Date: Tue, 3 Dec 2002 22:00:43 CST 
From: Old Tube Radios <boatanchors@theporch. 


com> 


To: Old Tube Radios <boatanchors@theporch.com> 


Subject: BOATANCHORS digest 3421 
BOATANCHORS Digest 3421 
Topics covered in this issue include: 


1) ATTN: BC-474 Owners 

by David Stinson <arc5@ix.netcom.com> 
2) Need Drake crystal: 11 Mhz 

by john <johnmb@nc.rr.com> 
3) Publications For Sale 


by "Charles J. Brenner" <cbassoc@wwt.net> 


4) Wanted: Early Ratheon Transistors 
by WA5CAB@cs.com 
5) misc stuff for sale 
by "Tom D." <mars@mars.100megsdns.com> 


6) Connecting to wire/cloth wiring in military HS-33 type Headphones 


by "Tom Bridgers" <tarheel6@msn. com> 


7) Re: Connecting to wire/cloth wiring in military HS-33 


by "Al Parker" <anchor@ec.rr.com> 
8) Re: Connecting to wire/cloth wiring in 
Headphones 
by Chuck McGregor <cbmcg@attbi.com> 
9) Re: Wanted: Early Ratheon Transistors 
by jackiv@juno.com 
10) Re: Connecting to wire/cloth wiring in 
by W7QHO@aol.com 
11) Re: Connecting to wire/cloth wiring in 
by Al Klase <skywaves@bw.webex.net> 
12) Re: Connecting to wire/cloth wiring in 
by Dan Arney <hankarn@pacbell.net> 
13) RE: Connecting to wire/cloth wiring in 
by "Ed Sieb" <esieb@sympatico.ca> 
14) Peanuts for sale 
by Arden Allen <gumbear@pacbell.net> 
15) Need KWM-2A Escutcheon Face Plate 
by "Gary Harmon" <gharmon@idworld.net> 
16) Re: Connecting to wire/cloth wiring in 
by Bob Roehrig <broehrig@aurora.edu> 
17) BA/GB Gatherings.... 
by "Sandy, W5TVW" <ebjr@i-55.com> 


military 


military 
military 
military 


military 


military 


HS-33 


HS-33 


HS-33 


HS-33 


HS-33 


HS-33 


type Headphones 


type 


type Headphones 
type Headphones 
type Headphones 


type Headphones 


type Headphones 


18) Help with "Amberola" 

by George Humphrey <kcSwbv@9plus.net> 
19) Kenyon Iron 

by William Donzelli <aw288@osfn.org> 
20) Need Info on Chicago xfmr 

by Bob Login <jlogin@mindspring.com> 


Message-ID: <3DEA259E.40ED75A4@ix.netcom. com> 
Date: Sun, 01 Dec 2002 09:07:10 -0600 

From: David Stinson <arc5@ix.netcom. com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: ATTN: BC-474 Owners 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


If you have a BC-474 that has an open audio output transformer, 
I have a substitute that will work well. The original is 

12K to 2K. This one is 10K to 600 ohms, military speced for 

2.5 MA, which means it will probably handle the 5 ma rating of 
the 1D8 without trouble. I tacked one in the circuit with a neon 
bulb across the primary and ran it OK. 

It's small enough to fit in the original can. 

If you need it, let me know. 

Dave Stinson AB5S 


Message-Id: <3.0.3.32.20021201101347 .028a7da8@pop-server.nc.rr.com> 
Date: Sun, 01 Dec 2002 10:13:47 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: john <johnmb@nc.rr.com> 

Subject: Need Drake crystal: 11 Mhz 

Mime-Version: 1.0 

Content-Type: multipart/mixed; x-avg-checked=avg-ok-512B6E99; 
boundary="=======78906A5F=======" 


Content-Type: text/plain; x-avg-checked=avg-ok-512B6E99; charset=us-ascii 
Content-Transfer-Encoding: 8bit 

Anyone have a 11.0 Mhz rock from a junked 2A or 2B? 

Restoring a 2B and it's missing this piece! 


Thanks for any pointers! 
John wb5oau 


Content-Type: text/plain; charset=us-ascii; x-avg=cert; x-avg-checked=avg- 
ok-512B6E99 
Content-Disposition: inline 


Outgoing mail is certified Virus Free. 
Checked by AVG anti-virus system (http://www. grisoft.com). 
Version: 6.0.417 / Virus Database: 233 - Release Date: 11/8/02 


Message-Id: <3.0.3.32.20021201132059.006c4a04@mail.airstreamcomm.net> 
Date: Sun, 01 Dec 2002 13:20:59 -0600 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "Charles J. Brenner" <cbassoc@wwt.net> 

Subject: Publications For Sale 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


1. Radar Electronic Fundamentals; NAVSHIPS 900,016; T.O. 16-1-195:June 
1944. Excellent condition with cover and binding intact. Cover and inside 
cover have the name of a previous owner rubber stamped on them. $12.00 
PostPaid CONUS. 


2. Radio-Craft Magazine; Vol 9 No. 9, March 1938. This is the Jubilee 
Souvenir edition that commemorates 50 years of Radio and gives a 
chronological history of radio. This is a 1996 REPRINT of the original 
magazine by Sonoran Publishing LLC of Chandler, Arizona, $12.00 Postpaid 
CONUS. 


Chuck Brenner 
WB9IGIW 


"Real Radios Glow In The Dark" 


From: WA5CAB@cs.com 

Message-ID: <b0.3067a82c.2bibbeOb@cs.com> 
Date: Sun, 1 Dec 2002 14:33:31 EST 

Subject: Wanted: Early Ratheon Transistors 

To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: multipart/alternative; 
boundary="part1_b0.3067a82c.2b1bbe0b_boundary" 


--part1_b0.3067a82c.2bibbe0b_boundary 
Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


Groups, 


A non-internet enabled friend is looking for some old Ratheon transistors (or 
a cross-ref) for an early hybrid tube/SS set. Part numbers are: 


T51255 
T51608 
T59078 


If anyone has any info, please reply direct. 


73 

Robert Downs 
Houston 
<WA5CAB@cs.com> 


--part1_b0.3067a82c.2bibbe0b_boundary 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KK KK KK KK KK KK KK KK KK KK KKK KKK KK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
* Mail Lists at theporch.com only accept PLAIN TEXT 
x If your postings display this message your mail program 
* is not set to send PLAIN TEXT ONLY and needs adjusting 
KK KKK KK KR KK KKK KK KK KK KKK KK KK KKK 


* 
* 
* 
* 


+ + + + + + + OF 


--part1_b0.3067a82c.2bibbe0b_boundary -- 


Message-ID: <3DEA6ACA.D31257BF@mars .100megsdns. com> 
Date: Sun, 01 Dec 2002 12:02:18 -0800 

From: "Tom D." <mars@mars.100megsdns.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: misc stuff for sale 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


greetings all, thanks for looking. the following items are for sale: 


1. 2 NOS octal sockets - 1 in sealed pouch and the 2nd is opened w/o 
pouch. mfg by ac gilbert co and dated apr 1953. these are brown $3 pair 


2. 2 NOS mallory cg251t350c1 259 mfd @ 350 vdc. screw term on top. 
covered in blue vinyl. in original boxes. $6 pair 


3. NOS triad n-4m stepdown autoformer 230v to 115v - 150va 60 cycles 
in original box. painted grey with ac cord on pri and ac socket on sec. 
$15 


4. NOS triad c-47 filter reactor (choke) .3hy@1a or .O75hy@2a vertical 
mounting and open design. in original box $20 


5. Allied catalog 1968 in good to very good condition. cover has minor 
wear. minor dog ears. some minor yellowing - $8 


6. radio amateur mobile handbook - bill orr 1953 in fair to poor shape. 
cover beat up and taped. dog ears. yellowing. still very usable $3 


7. cq 1960 annual in very good condition dated nov 60. very nice shape. 
special distributers index. still has subscription card with santa "send 


a gift of cq mag for the holidays etc" $8 


8. arrl uhf/microwave manual in very good condition. inside cover has 
"radio shop" written in it. basically like new. minor wear on cover $10 


9. Deforest's Training inc VOM in very good looking condition, with 
original box dated 1958. also with original probes but they are rigid 
from age. this is untested. appears to have seen little or no use. $5 


see pix at: http://mars.100megsdns.com/DEFOR. JPG 

10. motorola tr-relay. part number tln447sapr. SPDT uhf£ to rca jacks. 
12 volt coil. sealed contacts with removable coil. holes for mounting 
either through chassis or flat on chassis at uhf end. i dont know exact 
specs but i used a pair for uhf mast mounted preamp 100 watts and 

i think they are used up to 125 watts on motorola products. $15 

see pix at: http://mars.100megsdns.com/tr-relay. jpg 


11. Yaesu FT-650 6 meter service manual. new in original bag $15 


12. Andrew type 44au 1/2 heliax uhf male connector. bag opened 
but appears complete $10 


13. pair of hallicrafter manuals - ht-30 tx and ht-31 amp W7FG copy $10 


14. Motorola 8560a type tubes (qty 2), they are used, in motorola 
boxes with part #65-83382d02. they appear to have been changed 

for yearly maint (??) and are dated "removed 7/2/90" they are untested 
but look like they are virtually unused as they have bright green 
painted markings on untarnished metal and some heat compound. $25 


15. FT-901DM yaesu instruction manual - w/schematics etc $10 

16. Hallicrafters SX-71 instruction book w/ schematics etc. W7FG copy $7 
17. TM11-5527 Multimeters ts-352/u technical manual - good cond $5 

18. HP 3466A Digital Multimeter op and service manual, good $8 

19. HP 204c/204d oscillator op and service manual, good cond $5 


20. 826/829/832/5894 tube tester socket adapter. use to test listed 
tubes and 
more in a tube tester's octal socket. mil surplus from tv-7 tester - $3 


plus shipping - thanks tom 


MARS List 
http: //mars.100megsdns.com/ 


From: "Tom Bridgers" <tarheel6é@msn.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Connecting to wire/cloth wiring in military HS-33 type Headphones 
Date: Sun, 1 Dec 2002 20:47:40 -0500 

Message-ID: <0E118q1jWwYOVnkB41t0000f400@hotmail . com> 


Fellow Anchorites... 


I just acquired a set of Army headphones (similar to the HS-33 type) that 
work very well with my R-390A, EXCEPT there is no phone plug on the end of 
the headphone cord. Now this headphone cord is of the old vintage type that 
has fabric interwoven with the wire (why I don't know!), but it does. The 
fabric is interwoven with the wire so well that is VERY difficult to solder 
to it. So ... this leads to 2 questions: 


What is the recommended way to make a connection from wire of this type to 
a modern day phone plug? 

--and-- 

I also have a 1950's type PL-55 phone plug that uses tiny screws to which I 
can make a connection-- any chance anyone would know how to make a 
connection from this fabric/wire headphone cord to one of those? 


Thanks in advance for the help! 
-tom §KE4RHH 


Message-ID: <068701c299a6$01fa31b0$3201a8cO@w8ut> 

From: "Al Parker" <anchor@ec.rr.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Connecting to wire/cloth wiring in military HS-33 type Headphones 
Date: Sun, 1 Dec 2002 20:56:18 -0500 


Hi Tom. 

A mechanical connection is about the best way to do it. Some of the old 
telephones (I think) had serrated, cupped, washers that just clamped down on 
the wire & penetrated/wedged the fine wires. 

I've tried wrapping a small, abt #20 or smaller, wire around the fone 
wire for 8-10 tight turns, then used that to go around a small screw like 
you mention, or solder to a lug. 

The fine thread/wire combination was probably for flexibility. 
hope this helps 
73, 

Al, W8UT 

New Bern, NC 

BoatAnchors appreciated here 
http://www. thecompendium. net/radio/ 
http: //www.hammarlund. info 


Sees Original Message ----- 

From: "Tom Bridgers" <tarheel6é@msn.com> 

To: "Old Tube Radios" <boatanchors@theporch.com> 
Sent: Sunday, December 01, 2002 8:47 PM 


Subject: Connecting to wire/cloth wiring in military HS-33 type Headphones 


> Fellow Anchorites... 

> 

> I just acquired a set of Army headphones (similar to the HS-33 type) that 
> work very well with my R-390A, EXCEPT there is no phone plug on the end 
of 


> the headphone cord. Now this headphone cord is of the old vintage type 
that 
> has fabric interwoven with the wire (why I don't know!), but it does. The 
> fabric is interwoven with the wire so well that is VERY difficult to 
solder 
> to it. So ... this leads to 2 questions: 
> 
> What is the recommended way to make a connection from wire of this type 
to 

a modern day phone plug? 

--and-- 

I also have a 1950's type PL-55 phone plug that uses tiny screws to which 


connection from this fabric/wire headphone cord to one of those? 


Thanks in advance for the help! 


> 
> 
> 
I 
> can make a connection-- any chance anyone would know how to make a 
> 
> 
> 
> -tom  KE4RHH 

> 


Message-Id: <5.1.0.14.0.20021201180926 ..00b18e80@mail.attbi.com> 

Date: Sun, 01 Dec 2002 18:15:40 -0800 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Chuck McGregor <cbmcg@attbi.com> 

Subject: Re: Connecting to wire/cloth wiring in military HS-33 type 
Headphones 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


At 08:47 PM 12/1/2002 -0500, Tom Bridgers wrote: 

I just acquired a set of Army headphones (similar to the HS-33 type) that 
>work very well with my R-390A, EXCEPT there is no phone plug on the end of 
>the headphone cord. Now this headphone cord is of the old vintage type that 
>has fabric interwoven with the wire (why I don't know!), but it does. The 
>fabric is interwoven with the wire so well that is VERY difficult to solder 
>to it. So ... this leads to 2 questions: 

> 

> What is the recommended way to make a connection from wire of this type to 
>a modern day phone plug? 


>--and-- 

>I also have a 1950's type PL-55 phone plug that uses tiny screws to which I 
>can make a connection-- any chance anyone would know how to make a 
>connection from this fabric/wire headphone cord to one of those? 


The answer to both questions is: crimp-type lugs with internal piercing 
points that are pushed into the conductor when the lug is crimped. You can 
get lugs and cloth cordage by the foot from: 

Phoneco Inc 

19813 East Mill Rd 

PO Box 70 

Galesville WI 54630 


Other companies in the antique phone business should be able to supply them 
also. You may have to modify the telephone style lugs for the PL-55, as 
they used a lug with a tiny (maybe #4) ring lug rather than a spade lug. 
When I was young (long ago) I used to salvage these lugs from old phone 
cords, prying the crimp open with an icepick so I could reuse them. 


73% 
Chuck N7RHU 


To: Old Tube Radios <boatanchors@theporch.com> 

Cc: boatanchors@theporch.com 

Date: Sun, 1 Dec 2002 15:22:40 -0600 

Subject: Re: Wanted: Early Ratheon Transistors 
Message-ID: <20021201.201715.2468.1.jackiv@juno.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 

From: jackiv@juno.com 


What do you need? 
> jackiv@juno.com 


From: W7QHO@aol.com 

Message-ID: <71.29b180ff.2b1c1de2@aol . com> 

Date: Sun, 1 Dec 2002 21:22:26 EST 

Subject: Re: Connecting to wire/cloth wiring in military HS-33 type Headphones 
To: Old Tube Radios <boatanchors@theporch.com> 

MIME-Version: 1.0 

Content-Type: multipart/alternative; 
boundary="part1_71.29b180ff.2b1c1de2_boundary" 


--part1_71.29b180ff.2b1c1de2_boundary 


Content-Type: text/plain; charset="IS0-8859-1" 
Content-Transfer-Encoding: quoted-printable 


In a message dated 12/1/02 5:48:23 PM, tarheel6@msn.com writes (in part): 


What is the recommended way to make a connection from wire of this type t= 


--and-- 
I also have a 1950's type=A0 PL-55 phone plug that uses tiny screws to whi= 
ch=20 
>I 
> can make a connection-- any chance anyone would know how to make a 
> connection from this fabric/wire headphone cord to one of those? 
>=20 
>=20 


> 
fe) 
> a modern day phone plug? 
> 
> 


Tom, 


A small spade lug was used here that had a couple of sharp points sticking u= 


p=20 
in the ferrule that penetrated into the wire core and made the electrical=20 
connection when the lug was crimped on. This type of wire was/is widely=20 


used for headphone and microphone cords and can be flexed, twisted, etc., fo= 
r=20 

years without breaking. Don't know a source of these lugs but I have been=20 
successful in salvaging these off the ends of old military and commercial=20 
phone and microphone leads. I have also had some success with burning the=20 
fabric away from the wire ends with a torch (light touch required here) and=20 
then soldering to the copper tinsel left behind. 


Anyway, good luck. 


Dennis D. W7QHO 
Glendale, CA 


--part1_71.29b180ff.2b1c1de2_boundary 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KKK RK KK KK KK KK KK KK KK KKK KKK KK KKK 
* ---REMAINDER OF MESSAGE TRUNCATED--- 

* This post contains a forbidden message format 

* (such as an attached file, a v-card, HTML formatting) 
* Mail Lists at theporch.com only accept PLAIN TEXT 


+t OF 


x If your postings display this message your mail program x 
* is not set to send PLAIN TEXT ONLY and needs adjusting x 
KKK RK KK KR KKK KK KK KK KK KKK KKK KK KKK 


--part1_71.29b180£f.2b1c1de2_boundary -- 


Message-ID: <3DEAC890.9B62101@bw.webex.net> 

Date: Sun, 01 Dec 2002 21:42:24 -0500 

From: Al Klase <skywaves@bw.webex.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

CC: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Connecting to wire/cloth wiring in military HS-33 type Headphones 
Content-Type: text/plain; charset=us-ascii 

Content-Transfer-Encoding: 7bit 


Hi Tom, 


That stuff is called tinsel wire. The tinsel is usually 
something springy like phosphor bronze. This results in 
very flexible wire that doesn't fatigue and break. 


Antique-telephone people have things called toothy lugs (or 
something like that) that can be directly crimped onto the 
wire and the teeth penetrate and make connection. Most have 
ring connections that would fit the plug. 


But, of course, you have no toothy lugs. Try the following: 
Cut away about 1/8-1/4 inch of the outer insulation with a 
scissors exposing the tinsel. Stick a piece of #22 solid 
wire up the middle of the strand. Wrap closely with piece 
of #30 wire. (You can unwrap some from stranded hookup 
wire.) Start by serving the outer insulation and then work 
your way down around the tinsel and out onto the #22. Now 
tin the whole thing with solder. Now you can form a loop 
and and connect to the little screws in the PL-55. (Does 
anyone have one of those screwdrivers with the locating pin 
that goes into the hole in the screw that they would part 
with?) 


If you're dealing with pin plugs, you cut off the exposed 
#22 and solder the served end into the pin. 


Hope that helps. 


Al 


Tom Bridgers wrote: 


> What is the recommended way to make a connection from wire of this type to 
> a modern day phone plug? 


Al Klase - N3FRQ 

skywaves@bw.webex.net 

Flemington, NJ 08822 

Web Page: http://www.webex.net/~skywaves/home.htm 


Date: Sun, 01 Dec 2002 18:52:59 -0800 

From: Dan Arney <hankarn@pacbell.net> 

Subject: Re: Connecting to wire/cloth wiring in military HS-33 type Headphones 
To: Old Tube Radios <boatanchors@theporch.com> 

Cc: Old Tube Radios <boatanchors@theporch.com> 

Message-id: <3DEACBOB.4070402@pacbell.net> 

MIME-version: 1.0 

Content-type: text/plain; format=flowed; charset=us-ascii 
Content-transfer-encoding: 7bit 


Tom, 

The little lugs that come with the plug have small barbs as I remember 
that you place the wire in and carefully crimp the lugs to make contact. 
been over 40 years since I (done?) that Hi :<) 


Hank 
KN6DI1I 


Take the screws out OVER a towel or cloth. They are a bitch to find on 
the floor, let alone carpet. 


From: "Ed Sieb" <esieb@sympatico.ca> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: Connecting to wire/cloth wiring in military HS-33 type Headphones 
Date: Sun, 1 Dec 2002 22:14:46 -0500 
Message-ID: <LOBBJHOLOOHLIPLONIAFGEOLFNAA.esieb@sympatico.ca> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso0-8859-1" 
Content-Transfer-Encoding: 7bit 


Radio Shack actually _used_ to carry both the tiny spade lugs and 


the matching crimping tool. Don't 
Try these resources. 


Phoneco: 
http: //www.phonecoinc.com 


VTS Industrial: 
http: //www.navysalvage.com 


Phoneman: 
http://www. planetkc.com/phoneman/ 


and Mike Sandman: 
http://www. sandman. com/ 


Good luck! 
Ed, VA3ES 
5 eee Original Message----- 


To: Old Tube Radios 


Headphones 


Fellow Anchorites... 


work very well with my R-390A, 
the end of 

the headphone cord. 
vintage type that 


difficult to solder 
to it. So ... 


this type to 

a modern day phone plug? 
--and-- 

I also have a 1950's type 
to which I 


VV VV VV VV VV VV VV VV VV VV VV VV VV 


know if they still do. 


From: owner-boatanchors@theporch.com 
[mailto:owner-boatanchors@theporch.com]On Behalf Of Tom Bridgers 
Sent: Sunday, December 01, 2002 8:48 PM 


Subject: Connecting to wire/cloth wiring in military HS-33 type 


EXCEPT there is no phone plug on 


Now this headphone cord is of the old 


has fabric interwoven with the wire (why I don't know!), but it does. 
fabric is interwoven with the wire so well that is VERY 


this leads to 2 questions: 


What is the recommended way to make a connection from wire of 


PL-55 phone plug that uses tiny screws 


I just acquired a set of Army headphones (similar to the HS-33 type) that 


The 


can make a connection-- any chance anyone would know how to make a 
connection from this fabric/wire headphone cord to one of those? 


Thanks in advance for the help! 
-tom | KE4RHH 


VV VV VV 


Date: Mon, 02 Dec 2002 00:48:24 -0800 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Peanuts for sale 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <000901c299df$aa5c7d20$25e47443@KB6NAX> 
MIME-version: 1.0 

Content-type: text/plain; charset=iso-8859-1 
Content-transfer-encoding: 7bit 


I've got four NOS 6021W dual triode peanut tubes looking for a peanut 
gallery to occupy. Must be a piece of green gear out there needing some 
spares. Make me an offer and you pay the shipping. 


Arden Allen 

KB6NAX 

Vallejo, CA 
gumbear@pacbell.net 


From: "Gary Harmon" <gharmon@idworld.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Need KWM-2A Escutcheon Face Plate 
Date: Mon, 2 Dec 2002 06:04:26 -0600 
Message-ID: <0Q01401c299fa$£64388d0$61d8fea9@gary87ru6uyd4s> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="us-ascii" 
Content-Transfer-Encoding: 7bit 


Please let me know if you have one and the price. Will pay a reasonable 
price but also have tubes or Heathkit items to trade. 


73, gary 


Gary H. Harmon, Jr. / K5IWK 
6302 Robin Forest 

San Antonio, TX 78239-3218 
(210) 657-1549 <home> 

(210) 884-6926 <cellular> 


gharmon@idworld.net 


Date: Mon, 2 Dec 2002 08:13:21 -0600 (CST) 

From: Bob Roehrig <broehrig@aurora.edu> 

To: Old Tube Radios <boatanchors@theporch.com> 

cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Connecting to wire/cloth wiring in military HS-33 type Headphones 
Message-ID: <Pine.OSF.4.43.0212020810590 .49186-100000@mail .aurora.edu> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


On Sun, 1 Dec 2002, Tom Bridgers wrote: 


> What is the recommended way to make a connection from wire of this type to 
> a modern day phone plug? 


I have had good success by tightly spiral wrapping some small guage solid 
wire (like 24Ga) around the "tinsel wire", like a spring, then flowing 
solder into it - leave a short "tail" of the solid wire off the end to 
make the connection. 


> I also have a 1950's type PL-55 phone plug that uses tiny screws to which I 
> can make a connection-- any chance anyone would know how to make a 
> connection from this fabric/wire headphone cord to one of those? 


Same as above. Originally these cords had small lugs crimped on them. 


Bob Roehrig 
Aurora University Telecom/IS dept. 
broehrig@aurora.edu 73 de K9EUI 
630-844-4898 fax 630-844-4222 


Message-ID: <0Q00401c29a1d$0a8ae8c0$a79ccdd1@ebjr> 
From: "Sandy, W5TVW" <ebjr@i-55.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Cc: "Paul Beckwith, K2LMQ" <beckrep@citlink.net>, 
"Mike, K2UXE" <k2uxe@attglobal.net>, "Kenneth G. Gordon" <keng@moscow.com>, 
<K5D0A@aol.com>, "John, W7ZFB" <msix@nmia.com>, 
"Jack, W7QQQ" <jmea@myexcel.com>, 
"Conard Murray, WS4S" <cmurray@tntech.edu>, 
"Art Winterbauer, WA5OES" <winterbauer@uswest.net>, 
"Brian, AI7Z" <sparkee@infowest.com>, <HEATH@LISTSERV.TEMPE.GOV>, 
<hallicrafters@mailman.qth.net> 


Subject: BA/GB Gatherings.... 

Date: Mon, 2 Dec 2002 10:07:22 -0600 

MIME-Version: 1.0 

Content-Type: text/plain; 
charset="i1s0-8859-1" 

Content-Transfer-Encoding: 7bit 


Hello All, 
Winter is rapidly coming down on us. The Boatanchor/Glowbug Net has been 
holding 
forth irregularly on 3546.5 Khz. on around 0300Z nightly. Everyone is invited to 
join us. 
If we are sending too fast, don't be bashful to ask us to QRS! I am guessing the 
activity 
will be increasing with the winter months. During daylight, you may find activity 
on 
7050 or 10120 Khz. There is an informal get-together at 1800Z on 10120. W7ZFB, 
K5DOA, W7QQQ, W5FRS, WSTVW and others check in. (Mostly the "retired" bunch!) 
There has also been activity here lately on 1815 Khz on top band. Don't let 
160 
meters 
scare you off. I have routinelt been contacting '5 watters' there in the past two 
weeks. 
Looks like a good season on 160 this winter! 
We'd love to have you disturb the ‘'ether' there with us. Fire up that tube 
gear 
and 
tap your key! 
We all look forward to hearing from you all who can get the gear on the air. 


73, 
Sandy W5TVW 
Pumpkin Center, LA 


Message-Id: <5.1.0.14.0.20021202135707 .009f££1b0@mail.9plus.net> 
Date: Mon, 02 Dec 2002 13:57:59 -0600 

To: Old Tube Radios <boatanchors@theporch.com> 

From: George Humphrey <kc5wbv@9plus.net> 

Subject: Help with "Amberola" 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


Hi, 
I have recently come into the possession of an Edison "Amberola" model 50 


cylinder gramaphone. I would like to put it back into new condition, but 
lack any information on this model. I have the Discovering Antique 


Phonographs by Fabrizio and Paul, but very little is said and no pictures 
are presented. Can someone direct me to some good information that I may 
use to put this old boy back in the cylinder track? Since this unit was 
constructed before tubes, I will put it with my boatanchors as it is heavy 
enough to qualify, and this way I stay on subject. 


73 de GeorgeKC5WBV 


Date: Tue, 3 Dec 2002 21:19:47 -0500 (EST) 

From: William Donzelli <aw288@osfn.org> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Kenyon Iron 

Message-ID: <Pine.SUN.3.91-FP.1021203211829.8675A-100000@osfn.org> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


Does anyone have quick specs for some big old chokes? Specifically, 
Kenyon T-177 and T-521? 


William Donzelli 
aw288@osfn.org 


Message-Id: <5.0.2.1.0.20021203230416 .00a69950@pop.mindspring. com> 
Date: Tue, 03 Dec 2002 23:06:14 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Bob Login <jlogin@mindspring.com> 

Subject: Need Info on Chicago xfmr 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


Hi, 

Anyone out there know how much current a Chicago F-1010 
1Ovct will handle? 

Thanks...Bob, AA8A 


End o£ BOATANCHORS Digest 3421 
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